
MOLYDUVAL

Pegasus BG 2

Synthetic High Temperature Grease

A synthetic high temperature grease for contacts, assembly, surfaces and chains.  
Has good load-carrying properties and good oxidation stability, even at highest  
temperatures. Based on high temperature resistant synthetic polyglycol base fluids.

* relative low residues
* low noise
* relative good compatibility with EPDM
* reduces contact wear
* reduces contact resistance
* water free
* Lubricants based on polyglycols are not compatible with some currently used  
seals, paints and plastics. Please contact us for further information.
* free of acids

* for assembly of O-rings
* for sleeve bearings in optical and electronic instruments
* as separating agent in metallurgical
* as release agent for plastic molds
* for electrical contacts, also for preservation

Properties

Applications

Technical Datas
beigeColor

ca. 1-2Consistency Class NLGI

MPG1,5-30Name

PGBase Fluid

ISO-L-XCFAA1,5Name

1050kg/m³Density 15°C

-30 -> +180°CTemperature Range

no°CDropping Point

The indicated service temperatures are guide values depending on the lubricants composition and on the application. They  
may vary in case of special influences or ongoing use.

For further information, please see our website www.molyduval.com or consult your local representative.

The content of this manual is based on our current knowledge and experience in the development and manufacture of lubricants. Because of the complexity of  
tribological systems, the effect of our products depends on many parameters, which we cannot assess and which influence we cannot evaluate. For this reason  
general statements about the function of our products are not possible. The information in this manual, therefore, contains non-binding guidelines, which should  

give the technical trained reader information on possible applications. The information in this manual does not include property assurances or warranties or  
guarantees to the properties or suitability of this product in a specific application. Prior to its use it is absolutely necessary to test this product in the application to  

ensure that the product and its use is safe, economical and fully suitable. It should proceed with due diligence.

We reserve the right to change the information in this manual at any time and without notice. We reserve the right to change the information in this manual at any time and without notice.  
All previous versions of this manual are no longer valid. Updating : 30.12.2013


